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Color Temperature:

'y
26690 K
A 4

Total Lumen Output:
80.9 Im

Light Quality:
Peak:
18.9 cd
Light Efficiency:
Power: 10.3 W
CIE 1931
v 0552 Test: Full On

Date: 10/22/2018

Beam Angle

Voltage: 117 V

Current: 0.088 A

165 180 165

CRI: 0.0
CQS: 0.0
TM30: 0.0

Note:

Spectra

Beam Angle
50%

Field Angle
10%

Cutoff Angle
2.5%

146.8° 167.7° 174.3°

Frequency: 60 Hz

Dominant Wavelength: 474nm
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Color Details
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TM30: 0.0 CRI: 0.0 (R1-R8)

o 0 0 O O O O O O 0O 0O O 0 0 0 O 0O 0 0 0 0O 0 O O O O O O O 0 O
Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11 C12 C13 C14 C15C16 R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CRI R values, only R1-R8 are used to calculate final CRI value
R1 R2 R3 R4 RS R6 R7 R8 R9 | R10 | R11 | R12 | R13 | R14 | R15
0.0 [ 0.0 0.0 [ 0.0 0.0 [ 0.0 0.0 0.0 [ 0.0 0.0 [ 0.0 0.0 [ 00 0.0 0.0
TM30 C Values, 16 binned values out of total of 99 C values
Cl| C2|C3|[C4|C5|C6 |C7T |C8 | C9|[C10(CI11|Ci2|C13 | Cl4 | Cli5| Cl6
00 | 00 00|00 ]| 00| O00(fO0]|O00]|O00(fOO0(fO0]|O00]O00(|O00]|O00]DO00
CQS Q Values
QL [ Q2 [ Q3 | Q4 [ Q5 | Q6 | Q7 | Q8 | Q9 | Q10 | Q11 [ Q12 | Q13 | Q14 [ Q15
0.0 [ 00 | 0.0 [ 0.0 0.0 [ 00 | 0.0 [ 0.0 0.0 [ 00 | 0.0 [ 00 0.0 [ 00 | 00 0 0 0 0 0 0 0 0 0 0 0
1 4 5 7 1 11 Q1 1 14 Q15
Color Parameters
Color Color Rendering Red Component Color Fidelity Color Gamut Color Quality Color Coordinate Color Coordinate Color Coordinate Color Coordinate Color Diviation
Temperature Scale CIE 1931 CIE 1931 from Black Body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u v Auv
26690 K 0.0 0.0 0.0 0.0 0.0 0.251 0.252 0.000 0.000 nla
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Beam Detalls
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Distance (meter) 1 S 10 15 20
Distance (feet) 3.3 16.4 32.8 49.2 65.6
0 Ix
11Ix
Lux* 18 Ix
Beam center
Foot Candles* 2 fc
0 fc
*measured at 0 fc
center of beam
0 fc
0 fc
Beam Width (meter) 6.7 33.6 67.1 100.7 134.2
Beam Width (feet) 22.1 110.1 220.1 330.2 440.2
Beam Intensities from 1-20m
m 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
ft 33 | 66 | 98 | 131 | 164 | 197 | 23 | 262 | 295 | 328 | 36.1 | 394 | 427 | 459 | 492 | 525 | 558 | 59.1 | 62.3 | 65.6
Ix 18 5 2 1 1 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0
fc 1.7 | 04 | 02 | 01 | 01 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Beam Angle 50%

Field Angle 10%

Cutoff Angle 2,5%

Intensity Ratio in 120° Cone

Intensity Ratio in 90° Cone

146.8°

167.7°

174.3°

70.3%

42.2%
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Vertical Angles
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ISO Diagrams
ISO Candela Diagram
90°
T 10% 2cd
75° ————
éfi§ 20% 4cd
30% 6cd
60°
40% 7cd
45° \ 50% 9cd
60% 11cd
30°
// / \\\ 70% 13 cd
15° 80% 15cd
| M/ \\\\ | 90% 17 cd
-15° \\\ /// Conditions:
Number of c-planes: 2
-30°
/ Candela at center: 18 cd
-45°
-60° A s e
~N——————
-75° e
Horizontal Angles
ISO Lux Diagram
200m 1 656.2f
3%  5.55m Ix
—
— | 10% 18.5m Ix
120m /\\ 393.7f 30% 55.5mIx
50% 92.4m Ix
80m / 262.5f
40m 131.2f
om |\ .\ < 777777777777777777777777777777777 of Conditions:
Number of c-planes: 2
~40m \\ st Lux at center: 0.185 Ix
-80m D -262.5f
-120m — -393.7f
\v/ Lux distribution on a surface
-160m -524.9f when lamp is mounted at 10

meters from the surface.

Mounting Height: 10 meters (33 feet)




